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Chapterl Software Overview

XPOSEoftware suppors theunified management and control platforfor VENUS Xa@ndVENUS
X3 which can realizéhe visual control and management in mainstream Windows or OSX
platform much moreconvenienty, and give full play to thesplit originality and equipnent
performance.

Features:

1) Form a unified interface and style

2) Various operaibn modes,and meet the applicationin different industies.

3) Visualcontrol, easy to operate

4) Support H264 videopreview.

5) Unified role management

6) Qupport Windows, OSX and Liunux platfarm

7) Qupport LED and LCD gpli

8) Support 4K module for VENUS X3.

9) Support management controfor VENUS X2 and VENUS X3.
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Chapter2 InstallingSoftware

Environment Requirements

Processor: 1 GHz or abo®2 bit or 64 bit processor

Memory: 2 GB or more

GraphicsSupport DirectX 9 1208 or above (open AERO effect)

Hard disk spacéibove 165 (primary partitions, NTFS format)

Monitor: Resolutionmust bel1280 x720 pixebr above (t can not display normally if the
resolution is lower thari280 x720)

Operating system: Windowsof above(full version not Ghost version ocompactversion)

@
XPOSESoft

Double clici —~¢™P icon, it will popup the installer languagebox, selectthe language, for
exampleseectd 9y 3f AaKEX yR Of AO1 ahYé G2 O2yFANNO

r]nstaller Language @1
Q,‘\ Please select a language.
|Engish -
[ OK ] l Cancel l
\

/| tA01 abSEGE G2 Ayadaltty
'{‘-’,1 XPOSE 1.1.0.0 Setup = o |

Welcome to the XPOSE 1.1.0.0
Setup Wizard

c — This wizard will quide you through the installation of XPOSE
xrosc [ES

It is recommended that you dose all other applications
before starting Setup. This will make it possible to update
relevant system files without having to reboot your
computer,

Click Next to continue.

[ Next > l [ Cancel

{ St SO0 a.sa@&uhe XRO@Bfvardiitstallocation
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Chapter 2 Installing Software

Note

’
{7 XPOSE 1.1.0.0 Setup

(= ]|

Choose Install Location

Choose the folder in which to install XPOSE 1.1.0.0. @

Setup will install XPOSE 1.1.0.0in the following folder. To install in a different folder, didk
Browse and select another folder. Click Install to start the installation.

Destingtion Folder

C:\Program Files\XPOSE

Space required: 152, 7MB
Space available: 72.9GB

http: fiwww.rablink.com

Browse...

< Back ” Install ] ’ Cancel

I A0 :aLyadhtté

It A0

XPOSE

'aSNJ akKz2dZ R 3SG GKS NJ
when install the software to disk C if the system
Windows7 or above.

.

’
() XPOSE 1.1.0.0 Setup

Installing

Please wait while XPOSE 1.1.0.0 is being installed. @

Extract: libaccess_bd_plugin.dll
L& ]

Extract: gwbmp.dil
Extract: qwindows.dll
Extract: plugins.dat

Extract: libmemcpy3dn_plugin.dll

Cutput folder: C:\Program Files \XPOSE \platforms
Output folder: C:\Program Files\¥POSE\plugins
Qutput folder: C:'\Program Files\XPOSE \plugins' 3dnow

COutput folder: C:'\Program Files\XPOSE \plugins\access
Extract: libaccess_attachment_plugin.dll Bl

http:/fwww.rablink.com

< Back Next > Cancel

& Gshegdy t Farithe KRORE management software
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Chapter 2 Installing Software

() XPOSE 1.1.0.0 Setup =

Completing the XPOSE 1.1.0.0
Setup Wizard

¥POSE 1.1.0.0 has been installed on your computer.

Click Finish to dose this wizard.
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Chapter 3Jang Software

3.1 X POSE Control VENUS X2

Login the Software

Double click the icor on the desktop. Log in interface will lemter after opening, the
username is Admin, and there is no passwaelectdVENUS X2andenter into the software by
Ot AO 1 AY3 G 23AYyEéED

(&5 xpose [E=SEE )

Exit Login

LF dzaSNJ gl yiG (G2 OKFy3aS (GKS I y3dza 3asS G2 / KAySasSs
selectd /| KAy SaSés a aKz2¢oy Ay (GKS FAIdNB 06Sf26> (GKSyYy
(&8 xposE [ESREERT)

Device Type [ENIERE v |

Language English

Enzlizh
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Chapter 3 Using Software

X POSE managemestftware interface is shown as follows

B Vens X

X POSE managemestiftware contains the functions inclindy. web links, search, output settings,
operation mode, input settings, access control and system settings. In the following parts, we will
introduce these in deil.

Web Links

X POSE managemegtftware sets up the web links. Click the web liitks on the
G§2L) £t STl O2NYySNE | yR aSsfiawsiNinhdifiguse bédavY LI ye Qa ¢SoaAiias
RGEIlink

GO GO

Support  Media & Assets  ContactUs

Feature Products

Connect the Device

First, set up the device IP, and ensure the IP ofctiraputer and device is on the same network
segment. Connect th&X POSE managemestftware to the computer with the network cable

and power up the device.
¢KSYy> OtA0] GKS aK2NIOdzi a{SIFNOKé¢ 2y GKS 2LISNI GA
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Chapter 3 Using Software

BEvewsxa

Then it will search the device, astiow the device nhame, device number and IP after search, as
shown in the figure below:

ey 0 e

VENUS X2

Finally, click the device to connect, as shown in the figure below:

VENUS X2

The software will automatically synchronize after connection, as shown in the figure below:
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Chapter 3 Using Software

Output Settings

Output Setting, DE Setting, Test pattern and OSD are included in output settings, specific as
follows:

Output Setting
/| £ A0l GKS ah dzi LugaindpwSag fobvsf 3¢ > | YR LJ2 LI
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Chapter 3 Using Software

Output

Format 720x480@60i 7 |

customize
Width

Freq

Setting
Genlock

nput rormet (N
ot rormot. (D

Input Source HDMI

Output: Click the drop down arrow after the format, and select the output resolution in the

pull-down menus according to actual need.

Format:¢ KS gARGKI KSAIKOG |y R CodtBi diSyy GRC 20N 0eSh &/ SiA AT
Setting (12 O2yFANXO

GenlockB/ 6t S 2NJ RA&lIoftS GKS 3ISyt201 FdzyOliA2y o6& &fA
output resolution will be same with the resolution that selected. HDMI or BNC can be selected in

ALYy Lzl {2dz2NDS¢ o6& afARAYy3I (GKS a6A00KD

DE Setting

/I £ A019 G{KSi {6y -Hpdwindokv yisRolldwi LJ

Brightness

Brightness D

Set
De

Output Port v

De Switch CoF

width ([ o D

LinePolarity _

ScenePolarity _
Set

Output Port @ vertical spiiting

Brightness¢ KS ONARIK(iySaad | R2dzaA(GYSYySee NHFAB2 ¥ aAABRBDPsSSY
De:User can select one port or all ports, and enable the De function by sliding the De Switch. The
settings for De includ¥, Y, width, height, line polarity and scene polarity. Vertical spliting can be

AAAAA

St SOGSR AYy aGhdziLdzi t 2 NI ¢ o
Test Pattern
I £t A01 GKS ac¢SapwnddwiadfSibdss = | yR L2 LJ
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Chapter 3 Using Software

0 Test Pattern =

Color Choice O Close Tp

.Color Bar

. Pure Color

Output: User can select any board among the four boards.

Color ChoiceTP,colour bar and pure colour can be selected.

Red, Green,Blue: ¥ a4 St SO0 at dzNB / 2f 2dzZNEX NBRXI 3INBSY
range is between 0~255.

/| £ ASBY @2 O2y FANXO

OSD

/ £t A01 GKS dahwinddvas follghl: LJ2 LJ
One Output mode  Muilti Output mode
[output 1 [l ESeRE Close All

@ ot Apha  [FSREGERY #o00000 [

@G Aipha gacsey #rrrrrr I

Input Information

scroliing Speed [l osp scrol (PRI SEE

Save Clear Apply  Cancel

Output Mode: One output mode or more output mode can be selected. In one output mode,
user need to enable the OSD function and select the output first. The operations are as follows:
Size and Position Adjustment.he size and position can be adjusted by settingW, afid H.

Font Setting:The font, font size, font type and font color can be set. Use can also select font
alpha.

BG AlphaCan set the background color or background alpha.

Input Information: Input the information that will display in the box.

Scrollng SpeedThe scrolling speed can be set, and the adjustment range is between 1~16.

OSD ScrollCan select no scroll, left scroll and right scroll.

/| £ ASavE A ApRYEG F FTUGSNI aSddAy 3o
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Chapter 3 Using Software

Operation Mode

/ £ A01 GKS d&h LIS NI tdtheinferimme2aRBliEEs: | YR Sy G SNJ

—— e o | 6D )

B venus x2

Videowall Mode, Matrix Mode and Rrew Mode are included in operation mode, specific as
follows:

Videowall Mode
| £t A01 GKS &=+ ARS2tdgthefinterfage2a®illéws: | Yy R Sy G S NJ
)

[ xpose
Alpha Time  mmmmm— 1.0sec
Auto Take 4
Monitor 2
x:1920 y:0
w1920 hi1200
0

"
HOMI

Monitor & : Monitor 7

x:1920 y:1200 H x:3840 y:1200 | x:5760 y:1200

wi1920 hi1200 H w:1920 h:1200 | w1920 h;1200
' 0 0

" H ’ r
HOMI { HOMI HOMI

Monitor 10 ; Monttor 11
x:1920 y:2400 H x:3840 y:2400
w:1920 hi1200 | w:1920 h:1200

TIEEELTE R e

0 0
HOMI HOMI

Monitor 14 Monitor 15
x:1920 y:3600 x:3840 ;3600
Wi1920 hi1200 w:1920 h:1200

0 0
HOMI HOMI

Signal List

The signal list is shown as follows:
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Chapter 3 Using Software

Monitor

: No Input

2: No Input
3: No Input
: No Input
: No I!“L‘.\Llf
: 1920x10¢
7: No Input
8: No Input

Input

15: 1920x1080@6(

16: No Input

It displays the input module type, the quantity of inputs and input format. Right click the input
for the following settings:
Change NameSelecttNew Namé, and input the new name, cliclOK after setting.

Refresh SignalsRight click the input and ssit dRefresh Signadsif there is signal, it will show
the input format, or it will showa b 2 L y LJdzi ¢
LOGORIght click HDMI/DVI input, and selétOG®, it will enter to the LOGO menu items.

LOGQCapture: Select the LOGO, there are 10 groups of LOBOImage is frozen when capture
LOGO.

HideLOGOSelectHide LOGE the LOGO will be hidden.

DisplayL OGOSelect the number aDisplay LOGO

Live/Freeze: Seledtive/Freezeé the image is frozen. Cancel it, the image is live.

USB PlayerRight clik the USB input, and sele@SB Playéy it will enter to the USB Player
interface, including movie and picture, default play the USB movie.
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